SHARP/NEC

NEC MultiSync® P495 PG-2
LCD 49" Protective Glass public displej

Produktovy list

Profesionalni ochrana profesionalnich napisa

MultiSync® P495 PG-2 spolecnosti NEC v sobé spojuje profesionalni ochranu vasich investic a bezkonkurenéni technologii
zobrazovani. Podejte svoji zpravu G¢inné a s nesmirnou lehkosti, abyste dosahli co nejpresvédcivejsi vysledky.

Vv

mm, které je navrzeno tak, aby odolalo vnéjSim narazim. Antireflexni povrch skla kombinovany s vysokou Grovni jasu 700 cd/m?
prindsi ostry a Cisty obraz a moznost ¢teni textu z rliznych Ghld pohldu a vzdalenosti, a to i pfi jasnych svételnych podminkéach.

Diky zvy$ené odolnosti je MultiSync® P495 PG-2 idedlnim FeSenim k realizaci napist ve verejnych, vysoce frekventovanych
prostorach, napft. v oblasti, maloobchodu, stravovacich a ubytovacich sluzeb a digitalnich verejnych reklam, jakoz i v ndro¢nych
préimyslovych podminkach.

Vyhody

Maximalni bezpeénost investice - zarucena diky ochrané displeje pred poskozenim v dlsledku vnéjsich narazd.

Chrani verejnost - tepelné tvrzené ochranné sklo se rozpadne na malé kousky, ¢imz se snizuje riziko zranéni v pripadé
extrémniho poskozeni.

PFipraveny na provoz v kritickych podminkach 24 hodin denné 7 dnu v tydnu - Gzkostlivy vybér primyslovych sou¢astek
a peclivy design zaméreny na naro¢né podminky pouzivani doprovazeji pdsobivy a nepretrzity zazitek ze sledovani.

Vynikajici ¢itelnost - podporovana diky pouziti antireflexniho ochranného skla GroGlass® s vysokym prostupem svétla.
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Informace o vyrobcich

Nazev vyrobku

NEC MultiSync® P495 PG-2

Skupina produktd

LCD 49" Protective Glass public displej

Objednaci kéd

60005858

Display

Technologie panelu

IPS s Edge LED podsvicenim

Velikost obrazovky [palce/cm] 49 /124.5

Aspect Ratio 16:9
Jas [cd/m?] 700
Contrast Ratio =8000:11

Pozorovaci Ghly [°]

178 horizontal / 178 vertical (typ. at contrast ratio 10:1)

Colour Depth [bn]

1.073 (10bit)

Colour Gamut 86% z DCI
Doba odezvy (typ.) [ms] 8
Obnovovaci frekvence [Hz] 60

Haze Level [%] Pro (28)

Podporovéni orientace

Na vysku; Na &itku; Tvafi dolf; Tvafi nahoru 2

Sklo

Typ GroGlass® Protective Glass

Tloustka [mm] 4

Propustnost svétla [%] = 97

Mira reflexe [%] 1

Resolution

Nativni rozlisenf{ 3840 x 2160

Podpora na digitalnim a 1024 x 768; 1400 x 1050; 1920 x 2160; 4096 x 2160;

analogovém vystupu (PC) 1280 x 1024; 1440 x 900; 2560 x 1440; 7680 x 4320
1360 x 768; 1600 x 1200; 2560 x 1600;
1366 x 768; 1920 x 1080; 3840 x 2160;

Synchronisation Rate

Horizontalni frekvence [kHz] 15-135

VertikdIni frekvence [Hz] 23-76

Connectivity

DigitdIni video vstup

2 x DisplayPort (HDCP); 2 x HDMI (HDCP)

DigitaIni audio vstup

1 x Port pro obrazovku; 2 x HDMI

Ovladani vstupu

kabel na dalkové ovladani (zdirka 3,5 mm); LAN 100Mbit; RS232

Input Data

1 x USB 2.0 (Downstream); 1 x USB 2.0 (Powered 5V/2A, Firmware Updates); 1 x USB 2.0
Type-B (Downstream)

DigitaIni video vystup

1 x DisplayPort (loop through: DisplayPort, SDM slot-in PC); 1 x HDMI (loop through: HDMI,
SDM slot-in PC)

Analogovy video vystup

1 x 3,5 mm konektor

Ovladani vystupu

1 x LAN 100Mbit

Input Detect

Custom; First; Last

PiP/PbP

Dual-Split; Quad-Split; scalable picture size

Kalibrace
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Kalibrace z vyroby Bily bod; Gamma; Intenzita; RGB; Uniformita

Senzoricka kalibrace (pres Bila kopie (ndslednd samo kalibrace); Kalibrace bez pocitace pomoci USB senzoru
USB) MDSVSensor3

Kalibrace se softwarem Aktualizace kalibrace z vyroby; Bily bod; Gamma; Intenzita; RGB; Rohova uniformita
Kalibra¢ni software NEC Display Wall Calibrator

Open Modular Intelligence

Intel® SDM vhodné velké a malé inteligentni zobrazovaci moduly Intel® do 66 W
Slot pro vypoctovy modul RPi Compute Module 4

Senzory

Senzor okolniho osvétleni programovatelné spusténé cinnosti

Teplotni senzor Zabudované, 3 senzory, programovatelné spusténé cinnosti
Electrical

Spotreba energie [W] 105 transport

Power Savings Mode [W] < 0.5; < 2 (Networked Standby)

Power Management VESA DPMS

Zdroj Napajeni integrovany; 100-240 V AC; 50/60 Hz

Environmental Conditions

Operating Temperature [°C] +0 to +40

Operating Humidity [%] 20 to 80

Storage Humidity [%] 10 to 90

Storage Temperature [°C] -20 to 60

Mechanical

Rozmeéry (W x H x D) [mm] 1122,6 x 644,2 x 69,8
Hmotnost [kg] 31.8

Tloustka ramecku [mm] 16 vysSe; 19.6 (bottom); 22.1 (left and right)
VESA montdz [mm] 300 x 300 (FDMI); 4 holes; M6
Kryti IP5x (front); IP2x (vzadu)
Rozméry baleni (S x v x d) 1,298 x 860 x 224

[mm]

Hmotnost baleni [kg] 38.7

Barevny ramecek Pantone 426M (Cernd)
Material Kov

Available Options

Prislusenstvi Mobilni stojany (PD04-Tipster Trolley); Presence Sensor (KT-RC3); Reproduktory (SP-RM3);
Soundbar (passive: SP-PSCM-1Q); Stojan (ST-43M); Upevnéni na sténu (PDW S 32-65 L, PDW S
32-65 P)

Environmentalni vlastnosti

Energy Efficiency LED backlight; Spotrfeba energie: 106 kWh/1000 provoznich hodin; Tfida energetické
ucinnosti: G

Ecological Standards EnergyStar 8.0

Dalsi funkce

Specialni Charakteristika HDMI ARC; Powered USB Port (10 W); Removable Logo; simulace DICOM
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Bezpecnost a ergonomie BSMI; CE; EAC; EMC Class B; Energy Star 8; FCC Class B; KC/KCC; PSB; RCM; RoHS; VCCI

Trida chybovosti pixel( ISO 9241-307, tfida 1

Obsah balenf 2x AAA baterie; Display; Dalkové ovladani; Instala¢ni manudl; Kabel HDMI; Power Cable

Zaruka 3 years warranty incl. backlight; doplriikové sluzby k dispozici; volitelné 4. + 5. -leté
prodlouzeni zaruky 3

Provozni hodiny 2477

External Control AMX NetLinx Support; ASCIl Control Commands; Crestron Connected; HDMI CEC; HTTP
Browser; PJLink; Scheduled Timer; SNMP

Remote Management Automated Email Alerts; NEC NaViSet Administrator 2

Security Disable HW Buttons; Disable IR Functionality; Emergency Notification

Resistance to Fire Metal backcover, plastic material certified acc. to UL94-5VB

1 mé&Fené pfi vlivu vnéjsich podminek, zapnuté lokalni stmivani
2 ypravené podminky pouziti, pfe¢téte si provozni pokyny nebo kontaktujte nasi podporu

3 prectéte si podminky prodlouzeni zaruky

€ & (€ [=

compliant
FCC Class B

CE VCCI RCM

This document is © 2023 Sharp NEC Display Solutions Europe GmbH.
All rights reserved in favour of their respective owners. All hardware and software names are brand names and/or registered

trademarks of the respective manufacturers. All specifications are subject to change without notice. Errors and omissions are
excepted. 27.12.2023
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